NORTH CAROLINA DEPARTMENT OF TRANSPORTATION

GEOTECHNICAL UNIT BORING LOG : SHEET OF
PROJECT NO 8.2822102 (1D B-3350 [COUNTY IREDELL [ GEOLOGIST STICKNEY NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
SITE DESCRIPTION BRIDGE 292 ON SR 1832 AT HUNTING CREEK GND WATER . W '
BORING NO B1-A NORTHING 0.00 EASTING 0.00 ) 0 HR N/A ‘ DIVISION OF HIGH AYS
ALIGNMENT -L- BORING LOCATION 16+80.000 OFFSET 5.15ft LT 24 HR N/A GEOTECHNICAL UNIT CORE BORING REPORT
COLLARELEV 859.81ft TOTAL DEPTH 14.00ft | START DATE 6/13/02 COMPLETION DATE 06/13/02
DRILL MACHINE MOBILE B-57 DRILL METHOD NX WIRELINE HAMMER TYPE MANUAL PROJECT NO: 8.2822102 PROJECT ID: B-3350 COUNTY: Iredell GEOLOGIST: J.X. STICKNEY
SURFACE WATER DEPTH DEPTH TO ROCK 0.50ft Log BI-A, Page 1 of 1 SITE DESCRPTION: Bridge 292 on SR 1832 at Hunting Creek ‘ DRILLER: C.L. SMITH
BLOWCT PEN BLOWS PER FOOT SAMPLE L BORING NO: B1-A BORING LOCATION (STA): -L-16+80 OFFSET: 5.15 Lt.
ELEV |DEPTH| o Ve | ol 1 No Y5 SOIL AND ROCK COLLAR ELEV: 859,81 PERSONNEL: MLS, JCM,CEB : CORE SIZE: NXWL
Gin | 6in | 6in | () Mol G DESCRIPTION TOTAL DEPTH: 14.0 ~ DRILL MACHINE: DATE STARTED: 06/13/02
-+ IRt Aiututuint Riaiatut B TOTAL RUN: 13.5 DRILL EQUIP: B-57 DATE COMPLETED: 06/13/02
T JOSOUSON Nuupuuu PN Mg ELEV. [ DEPTH | DRILL | RUN | REC % | RQD % | SAMPLE | FIELD CLASSIFICATION AND REMARKS
I o eCICotoITIoIoIIs ‘ FD FT) RATE NO. (FT) F7) NO.
859.81L L Ghundisaface T1717 MV FD) ,
J A [ N A A N N DD R B o ALLUVIAL SAND 0.5 2.74 100% 100% 0'-4.0' Gray to light reddish brown, hard, fresh, quartz
I D N A NS O MR RO D / bioti . .
______________________ 5 iotite garnet quarzite to paragneiss. Unfractured except
T o CIoCOtoIICIoIs s GRAYTO RED-BRN OR WHITE, : by bedding parallel machine breaks. Fold axis are visible
- r t+ 4+ 1 WWweee--t--1---f----- 25\ HARD, WELL FOLIATED, FRESH | in core but majority of bedding dip is at 10 degrees or less.
i NN RSN MUY AN & \?VUARTZ BIOTITE GNEISS W/ Some augen are bedding parallel.
B [ N EE N | NOUOU Ui M E— S b B e AED PG TRES - 70 34 100% | 100% 2.0 t0 6.0' Rock is similar fo above but contains welded
850.00__ CoIIIdtcIiifoiiifooooo| RS A 2 > : fault gouge with a 40 degree dip. Light green; possible
I I D N R § SOSNDUSR RN EONRENRIRN ERERIR 2=\ GRAY TO RED-BRN OR WHITE, , epidote. Seems to "bracket" quartz feldspar pegmatite.
T CIIITfTIiiopIiIidrIiiis =]\ HARD, WELL FOLIATED, FRESH 8.0
845.81 | SRONOION NNOUDIDN NNRRON R 2 QUARTZ BIOTITE GNEISS W/ RS-4 6' - 10' Gray to light reddish gray, fresh, hard quartz-biotite
T SSatuits Ot IS M \W'DE SPACED FRACTURES REC / 885 nm 100% 100% | 8.65 | gamnet quartzite to paragneiss. Bedding / foliation has 15
S I R R R i NOUSUDEOION EONRDISIN NRUIDERION NI ' 100%, RQD 100% 1 : degree dip, but core contains fold axis. Rock is unfractured
-  + 4+t ! r Wt GRAY TO RED-BRN OR WHITE, except with bedding parallel machine breaks.
1 NN ORI NN BN HARD, WELL FOLIATED, FRESH
+~ ! 1 1t W--------4----f----- QUARTZ BIOTITE GNEISS W/ 14.0' 10' -12' welded fault zone, or mylonite zone, light green,
T o ICCCoffCoITodtoIoIIo WIDE SPACED FRACTURES REC : hard, 45 degree dip, pegmatite at end.
I I R A R § DUUDERURIN NRRNRINON ENRRIRIRE RN 100% RQD 100%, ‘
X MRS NN BRNDNDERIRN NSNS 12' - 14’ hard, fresh unfractured quartz-biotite garnet para-
e I B B B e EEEE R SR : gneiss.
I NNV DU NNRIRIRNON ENRRP NOTES |




